
 

 
REV A DATE: 08/2024 Please refer to installation manual for correct install method. 

 Wedges are used to mount 
track onto the track bracket 
and securing it in place to 
support the load.  

 Wedges should be locked in 
place using the lock kit and 
by tightening the track 
bracket M3 screw. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

55mm Track Bracket Dimensions (mm/inches) 
 

Dimensions (Ref to drawing) 
Quick Bend Outer 

Wedge 
Quick Bend Inner 

Wedge 
55mm Track 

Wedge (Single) 
110mm Track 

Wedge (Single) 

A  87mm (3.4”) 75mm (2.95”) 55mm (2.16”) 110mm (4.3”) 

B  9.8mm (0.38”) 9.8mm (0.38”) 9.8mm (0.38”) 9.8mm (0.38”) 

C  4.25mm (0.17”) 4.25mm (0.17”) 4.25mm (0.17”) 4.25mm (0.17”) 

Track Bend Info 

Part Number  Bend Type Material Colour Used on 

700508 
Quick Bend 

Outer Wedge Aluminium Natural 
90° 

bend/middle 
bracket only 

700507 Quick Bend Inner 
Wedge° 

Aluminium Natural 
90° 

bend/middle 
bracket only 

700011 55mm Track 
Wedge (Single) 

Aluminium Natural 
Used 

with55mm 
track bracket 

700026 110mm Track 
Wedge (Single) 

Aluminium Natural 
Used with 

110mm track 
bracket 

Track Wedges Data Sheet 

Quick Bend 
Outer Wedge 

(700508) 

55mm Track 
Wedge (Single) 

(700011) 

Quick Bend 
Inner Wedge 

(700507) 

110mm Track 
Wedge (Single) 

(700026) 


